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 Housing: 

 - Size HxWxD  (1 product)  

 - Size HxWxD  (8 products)                                                                                                                                                       

 - Enclosure 

 - Colour 

 - Alu pressure cast housing 

 - 180 x 180 x 100 mm 

 - 230 x 200 x 110 mm     

 - IP65 / NEMA 4 

 - RAL 5024 

 Connections 

 - Power supply 

 - 2 -analog outputs 

 - PC interface 

 

 - 100-240V AC 

 - 0/4 - 20 mA 

 - RS 232 or RS 485 

 User interface 

 - Operating 

 - Monitoring 

 

 

 - 6 soft keys integrated in keypad 

 - 2 x 24 characters in illuminated  

   display 

 Ambient condition 

 - Environment temperature 

 

 - -20°C - +85°C 

Evaluation unit  

 Housing: 

 - Size HxWxD 

 - Enclosure 

 - Colour 

 - Pressure cast Alu housing 

 - 180 x 180 x 100 mm 

 - IP65 / NEMA 4 

 - RAL 5024 

 - Sensor  - Infrared-LEDs 

 Ambient conditions 

 - Environment temperature 

 - Product temperature 

 

 - -20°C - +50°C 

 -  >0°C - +70°C 

Sensor system 

Calibration  

The calibration of the HK8 is done with our 

easy to use Specter8 software. The  

calibration can be make either through us 

or you make your own calibration, you can 

also expand your existing calibration. 



Principle:  

The HK8 is a continuous NIR reflection mea-

surement device with NIR illuminations 

LED´s.                   

The HK8 is a modular unit. Evaluation unit 

and sensor system are separated.                                                         

This makes the installation very flexible. 

  

The measured moisture or total solids is  

available as digital signal or as free scalable 

analogue output. 

T H E  F A C T S !  O U R  K N O W  H O W !   

Y O U R  S U C C E S S !  

Saving through prevention of wastage an 

rejects! 

Reproducible measuring values for estab-

lishment of production control loops. 

Realtime measuring values! 

Reliable trend indication of the measuring 

value, all over the whole measuring range! 

The measurement is not influence by  

product colour or distance variations. 

Specially designed for the measurement in 

tanks or on conveyer belts!  

Unique NIR - LED technology!  

No moving components like a filter wheel! 

Applicable for any tank size and any convey-

er belts! 

Ten years lifetime NIR - LED´s! 

Maintenance free!  

Easy to use software! 

Unique NIR - LED - Technology! 

Wherever moisture relevant measurement 

point.  

 

Sugar industry 

No drift of the measured values through 

lamp aging! 
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